
1 Piece Reduced Port 
Ball Valves: 1/4”-2”

Series 40

 S40 valves feature quarter turn opera-
tion, bottom entry blowout proof stems and 
low operating torque. 
 A variety of handle designs, such as 
standard locking lever, optional oval and 
optional butterfly, are available for ease of 
operation or safety applications.

Flow-Tek’s Model S40 ball valves offer 
an economical compact, one piece body 
design. The one piece body supplies maxi-
mum structural strength while minimizing 
the number of potential leak paths. Model 
S40 valve bodies are high quality invest-
ment cast 316 Stainless Steel. 

Pressure Rating  1000 psi WOG

Temperature Range  
–50°F   to   +450°F 
–46°C  to  +232°C

End Connections  Threaded - NPT

Body Material  Stainless Steel
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Technical Data

PREssURE/TEMPERaTURE   

 item  name  Material Qty.
 1 Body ASTM A351  1 
   Gr CF8M
 2 Body Insert ASTM A351  1 
   Gr CF8M
 3 Ball ASTMA479 1 
   Type 316 
 4A Seat  RPTFE 1
 4B Seat  RPTFE 1
 5 Stem ASTM A479 1 
   Type 316 
 7 Spring Washer SS301 1
 12 Thrust Washer  RPTFE 1
 14 Stem Packing  RPTFE 1
 25 Handle SS304 1
 26 Handle Nut SS304 1
 28 Handle Sleeve Vinyl   1
 29 Locking Device SS304 1
 41 Gland SS304 2
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CoMPonEnTs and MaTERiaLs   

TEsTing
All valves are tested in accordance 
with MSS-SP72.

Threaded End Connections meet 
ASME B1.20.1 NPT. 
Vacuum service to 29 inches Hg. gauge.

Optional 
Butterfly 
Handle 
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All statements, technical information, and recommendations in this 
bulletin are for general use only. Consult Flow-Tek representatives 
or factory for the specific requirements and material selection for 
your intended application. The right to change or modify product 
design or product without prior notice is reserved.

Flow-Tek® is a registered trademark of Flow-Tek, Inc.
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Broome

10/274 Port Drive,
Broome WA 6725

Phone: 1300 HOLDFAST
Phone: (08) 9192 6007
Fax: (08) 9192 6067
Email: salesnw@holdfastaust.com.au

Naval Base

1/27 Dooley Street
Naval Base WA 6165

Phone: 1300 HOLDFAST
Phone: (08) 9410 0716
Fax: (08) 9410 1152
Email: sales2@holdfastaust.com.au

Forrestfield
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Forrestfield WA 6058

Phone: 1300 HOLDFAST
Phone: (08) 9359 1795
Fax: (08) 9359 1792
Email: sales@holdfastaust.com.au




