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Banlaw Low Profile Service Tool 
BLPST1A – ¾” NPT(F) 
The Banlaw HubMateTM Low Profile Service Tool is a 
Patent Pending specialised tool for the withdrawal and 
refill of industrial fluids via a Banlaw Low Profile Service 
Port. 

The tool may be fitted with an ¾” NPT(M) threaded 
receiver which is compatible with the site chosen fluid 
type, and together these parts act as an adaptor  for 
converting the Service Port to a receiver compatible 
with the suitable fluid type to prevent cross 
contamination.  

The Service Tool has an inbuilt plunger which is pushed and locked into the Low Profile Service Port 
to create a fluid path between the chosen receiver type and the reservoir. This enables a dry -break 
style twist and lock mechanism between the Service Tool and Service Port.  

The Low Profile Service Port connects securely to the Banlaw Low Profile Service Tool to allow for a 
spill free fluid withdrawal, and a simple fluid fill through the same tool. A separate tool is advised for 
fluid sampling. 

The Banlaw Low Profile Service Port and Tool combination removes the need for gravity fluid 
withdrawal and associated processes and equipment.  This vastly reduces fluid draining time and clean 
up time. 

 

 

Technical Specification  

BLPST1A 

SI Units  Imperial Units 

Operating Temperature -10°C <T°C<100°C  

 

14°F<T°F<212°F 

Max Safe Working Pressure 

(Connected) 

 

7,850 kPa 1,138 psi 

Unit Dry Weight  

 

0.78 kgs  

 

1.72 lbs  

 Thread size  

 

¾” NPT(F) 

 Connections  

 

Banlaw HubMate™ Low Profile Service Ports 

 Compatible Fluid Types  

 

Industrial automotive fluids, eg, gear oil. 

Material Construction  

 

Zinc plated Steel, anodised Aluminium, Stainless Steel 

Seal Material Types  

 

Viton® 
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Overall Dimensions (All dimensions in mm unless noted otherwise) 

  

 

Banlaw Low Profile Service Tool Repairs  

The Banlaw Low Profile Service Tool is a non-serviceable product. The Service Tool Plug Assembly is 

available separately. Should the Banlaw Low Profile Service Tool leak or present excess wear in the locking 

lugs, the tool must be replaced immediately. Please see www.banlaw.com for warranty details and a full 

list of distributors near your area to source a replacement Service Tool.  

Related Products  
. 

Low Profile Service Port Flush Face Receiver Flush Face Nozzle Low Profile Service 

Tool Plug 

BLPSP Series 

 

 

BLPR*BE Series 

 

 

BLPN**E Series  

 

  

BLPST-1P 
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