
ADVANCED ELECTRONICS
HIGH DEGREE OF ACCURACY
When the wind industry needs bolts torqued, the
tool of choice to get the job done is the E-RAD
BLU. These electronic torque wrenches deliver
continuous torque in an ergonomic, lightweight,
design to complete the job in record time. With
the E-RAD BLU users also can use different
handles per controller case. 

The E-RAD BLU-S combines all the
technology in the E-RAD BLU but with
transducer technology for even more
accuracy.

Reaction Arm
Retaining Ring
Calibration Certificate 
User Manual
Safety Instructions
Includes touch control case
& cable
Weather and dust-proof
storage case

INCLUDED
ACCESSORIE

S

E-RAD BLU

SERIES



PNEUMATIC ELECTRONIC BATTERY ELECTRIC AUDIT EQUIPMENT



SHOWN WITH
OPTIONAL MOUNTING
ACCESSORY

90 DEGREE OFFSET

E-RAD BLU

Bluetooth® is a registered trademark of
Bluetooth SIG, Inc. and any use of such

marks by New World Technologies Inc. is
under license. Other trademarks and trade
names are those of their respective owners.



Part No. Imperial Tool Model Sq Dr
Torque Speed

120V
Speed
230V Weight kg

Noise
Level
Dba

Dimension
  (mm)

Ft.lbs NM A B C D
21980 E-RAD  BLU 700 ¾” 100 - 700 135 - 950 15 30 5.5 75 340 65 78 275
24161 E-RAD BLU 1500 1” 200 - 1,500 270 - 2,000 8 16 5.9 75 337 69 78 275
21981 E-RAD  BLU 2500 COMP 1” 250 - 2,500 340 - 3,400 4.9 10 7.6 75 380 76 78 275
24221 E-RAD BLU 2500 COMP–90 DEGREE 1” 250 - 2,500 340 - 3,400 6 12 8.3 75 210 76 78 300
21982 E-RAD  BLU 3000 1” 500 - 3,000 675 - 4,000 4.1 8.5 11 75 430 86 88 287
21983 E-RAD  BLU 6000 1½” 1,500 - 6,000 2,000 - 8,000 2.1 4.5 13.5 75 419 100 100 287
21984 E-RAD  BLU 7500 1½” 1,500 - 7,500 2,000 - 8,000 1.5 3 15 75 432 105 105 287
24234 E-RAD  BLU 11K 1½” 3,000 - 11,000 4,000 - 15,000 1.2 2.3 20 75 465 127 127 287

Advanced data logging and tool management

features

Military grade single cable and connector

system

Available in a 90-degree gearbox

LED indicator lights (pass/fail)

Push-button select torque

Lightweight and ergonomic pistol grip

Accuracy of +/- 2.8% and repeatability of +/- 2%

Easy to use interface
Pre-sets for torque and angle adjustments
Quick error-free torque and angle
adjustments
Complete recalibrations 
Data logging with export to laptop

E-RAD BLU precision torque wrench tools are designed to provide a high degree of accuracy 
(+/- 2.8%) and repeatability (+/- 2%). Using a patented gearbox design and the precision of an electric AC Servo
motor, these tools deliver smooth continuous torque.

The most accurate torque
wrench on the market 

ELECTRONIC

Reaction Arm

Retaining Ring

Calibration Certificate 

User Manual

Safety Instructions

Includes touch control case & cables.

Weather and dust-proof storage case
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E-RAD BLU in a weatherproof case

with reaction arm and cable

INCLUDEDFEATURES

CONTROL CASE

Touch
control case



E-RAD BLU TOOL 

TOOL REACTION
ACCESSORY

E-RAD BLU
700

E-RAD BLU
1500

E-RAD BLU
2500 COMP

90°

E-RAD BLU
2500 COMP

E-RAD BLU
3000

E-RAD BLU
6000

E-RAD BLU
7500

E-RAD BLU
11k

ANGLED 17235 14213 18863 18863 18497 15375 17239 23776 *

ANGLED DEEP 17236 14214 18864 18864 18498 15788 TBA 26157

90 DEGREE 13366 17375 * 18250 * 18250 * 11531 * 16368 * 12885 ETO

90 DEGREE DEEP 13367 18480 18251 18251 11534 17643 13508 ETO

CAST 19260 * 23325 23526 23526 23528 23530 23144 * 25664

DOUBLE ENDED 13368 19094 10516 10516 11533 15790 13509 26158

RETAINING RING 12733 * 17367 * 10509 * 10509 * 11350 * 15367 * 11930 * 18301 *

SAFETY ACCESSORY E-RAD
BLU 700

E-RAD
BLU 1500

E-RAD
BLU 2500
COMP 90°

E-RAD BLU
2500 COMP

E-RAD BLU
3000

E-RAD BLU
6000

E-RAD BLU
7500

E-RAD BLU
11k

TWO HANDED SAFETY SWTCH 28795 28795 28795 28795 28797 28797 28797 28797

SAFETY TRIGER GUARD 21899 21899 21899 21899 21899 21899 21899 21899

ELECTRONIC

RAD SMART SOCKETS™ can connect to the E-RAD
BLU tool via Bluetooth® technology. This
combination allows you to automatically calibrate
your E-RAD BLU to any joint!

SMART SOCKET
TM
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Angled Angled Deep 90° Standard 90° Deep Double Ended Retaining Ring
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Safety Trigger GuardTwo Handed Safety Switch

accessories

Cast

* = included in kit Engineered reaction arms available upon request.
‘ETO’ = Engineered to order  /  ‘TBA’ = To Be Advised





E-RAD BLU-S

Bluetooth® is a registered trademark of
Bluetooth SIG, Inc. and any use of such

marks by New World Technologies Inc. is
under license. Other trademarks and trade
names are those of their respective owners.



Part No. Imperial Tool Model Sq Dr
Torque Speed

120V
Speed
230V

Weight
kg

Noise
Level
Dba

Dimension
  (mm)

Ft.lbs NM A B C D
30079 E-RAD BLU-S 700 ¾” 100 - 700 135 - 950 15 30 5.9 75 380 72 77 270.5
28836 E-RAD BLU-S 2500 COMP 1” 250 - 2,500 340 - 3,400 5 10 8.6 75 412 87 77 270.5
31190 E-RAD BLU-S 3000 1” 500 - 3,000 675 - 4,000 5 10 11.1 75 451 95 88 287
31191 E-RAD BLU-S 6000 1½” 1,000 - 6,000 1,385 - 8,100 2.1 4.5 13.6 75 450 110.5 88 287
31192 E-RAD BLU-S 7500 1½” 1,500 - 8,000 2,000 - 10,000 1.5 3 15.4 75 471 114 88 287
29314 E-RAD BLU-S 11K 1½”  3,000 - 11,000 4,050 - 15,000 1.5 2.3 20 75 503 132 88 287

TOUCH CONTROL CASE

Built-in transducer
Advanced data logging and tool management
features
Password protection on three user levels: basic,
intermediate, and advanced
Operator identification ensures traceability of
each torque sequence performed
Capable of torque and angle bolting sequence
LED indicator lights (pass/fail) 
Extremely low noise level at only 75dB
Accuracy of +/- 2.8% and repeatability of +/- 2%

Easy to use interface
Pre-sets for torque and angle adjustments
Quick error-free torque and angle
adjustments
Complete recalibrations 
Data logging with export to laptop

The integrated transducer measures torque output in real time, ensuring the tool stops precisely where 
it needs to. This feedback loop allows the E-RAD BLU-S to operate accurately regardless of the joint
condition and will even allow you to check a previously tightened bolt without applying too much torque. 

Supreme Transducer
Technology with High

Accuracy
ELECTRONIC

Reaction Arm
Retaining Ring
Calibration Certificate 
User Manual
Safety Instructions
Includes touch control case & cables
Weather and dust-proof storage case
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INCLUDEDFEATURES

CONTROL CASE

E-RAD BLU in a weatherproof case
with reaction arm and cable

Touch
control case



E-RAD BLU-S TOOL 
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accessories

SAFETY ACCESSORY E-RAD
BLU-S 700

E-RAD BLU-S
2500 COMP 

E-RAD BLU-S
3000

E-RAD BLU-S
6000

E-RAD BLU-S
7500

E-RAD 
BLU-S 11K

TWO HANDED SAFETY SWTCH 28795 28795 28797 28797 28797 28797

SAFETY TRIGER GUARD 21899 21899 21899 21899 21899 21899
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Safety Trigger GuardTwo Handed Safety Switch

TOOL REACTION
ACCESSORY E-RAD BLU 700 E-RAD BLU 2500

COMP E-RAD BLU 3000 E-RAD BLU 6000 E-RAD BLU 7500 E-RAD BLU
11k

ANGLED 17235 18863 18497 15375 17239 23776 *

ANGLED DEEP 17236 18864 18498 15788 TBA 26157

90 DEGREE 13366 18250 * 11531 * 16368 * 12885 ETO

90 DEGREE DEEP 13367 18251 11534 17643 13508 ETO

CAST 19260 * 23526 23528 23530 23144 * 25664

DOUBLE ENDED 13368 10516 11533 15790 13509 26158

RETAINING RING 12733 * 10509 * 11350 * 15367 * 11930 * 18301 *

Angled Angled Deep 90° Standard 90° Deep Double Ended Retaining RingCast

* = included in kit Engineered reaction arms available upon request.
‘ETO’ = Engineered to order  /  ‘TBA’ = To Be Advised

RAD SMART SOCKETS™ can connect to the E-RAD
BLU tool via Bluetooth® technology. This
combination allows you to automatically calibrate
your E-RAD BLU to any joint!

SMART SOCKET
TM
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CALL 1300 2 TORQUE (867 783)
TO FIND YOUR LOCAL

REPRESENTATIVE

INTERNATIONAL CALLERS
 PLEASE CALL: +61 417 132 516

2025 RAD PRODUCT CATALOGUE

SCAN THIS QR CODE TO

DOWNLOAD YOUR DIGITAL COPY

OF THIS CATALOGUE AND MORE

BY


