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Model Hex Size (mm) *
Torque Weight

Kg Dimension (mm)

Nm Ft.Lbs L H1 H2 W1 W2 A R

RTS-HHL2
19 – 55 232 – 2328 171 – 1717 1.6 196.4 125.9 102.3 32 51 9.9-16.0 26.9-42.0

60 241 – 2414 178 – 1781 1.7 196.4 128.5 105 32 51 10.9 46

RTS-HHL4

34 – 36 585 – 2510 432 – 1851 4.4 245 177 135.7 42 66 14 – 16 36.1 – 53.1

41 585 – 5021 432 – 3703 4.4 245 177 135.7 42 66 14 – 16 36.1 – 53.1

46 – 65 585 – 5858 432 – 4321 4.6 246 187 145.7 42 66 15 55.9 – 61

70 – 80 647 – 6474 477 – 4775 4.6 246 187 145.7 42 66 15 55.9 – 61

RTS-HHL8
41 – 95 1094 – 10941 807 – 8070 8 300 207 169 53 83 16 – 22.1 46 – 59.9

100 – 105 1177 – 11774 868 – 8684 8.4 303.8 216.2 178.1 53 83 17 74.9 – 78

RTS-HHL14 50 – 117 1852 – 18499 1366 – 13644 11.6 361 239 204 64 99 19.1 – 31 59.9 – 87.2

RTS-HHL30
110 – 155 4188 – 41882 3089 – 30891 29 430 303 272 85 131 24.9 – 29 77 – 115.1

160 – 175 4459 – 44593 3289 – 32890 30 441 315 285 85 131 26.9 – 36.1 121.9 – 128

RTS HEX POWER HEAD

PART NUMBER DRIVE CYLINDER KG
CASSETTE

SUITABLE FOR
POWER HEAD

RTS HPH2 1.0 RTS HHL2

RTS HPH4 2.0 RTS HHL4

RTS HPH8 3.3 RTS HHL8

RTS HPH14 5.5 RTS HHL14

RTS HPH30 11.4 RTS HHL30

Compact/Lightweight Design
360 Hose Swivel Assembly
Anti-Windup Torque Release Lever
Interchangeable cassettes available in both
metric and imperial
Ratchet Links are interchangeable with some
other major brands
Best in industry power to weight ratio
1 Year Warranty

RTS Power Head

Hex Cassette Dimensions

The versatile RTS Hex Drive Series supports an extensive range of interchangeable hexagon
ratchet links that deliver a torque range of 150 ft.lbs – 30,000 ft.lbs. 

They deliver precision torque during the bolting process and maximum torque during bolt
breakout. Ratchet Links are also interchangeable with some other major brand tools.

Standard Features

RTS Power Head

Working pressure: 10,000 PSI max
360 degree adjustable swivel
assembly come standard with the
tool. 180 degree swivel assembly is
available on request
Accuracy of +/- 3%
Compact design using composite
materials to give improved strength
Weatherproof site box available on
request

RTS CASSETTE LINK OPTIONS

*How to select your size: RTS - HHL2 - ##
## = Specific size required

RTS HEX CASSETTE

TORQUE WRENCH



Model
Torque Square

Drive
Weight

KG
DIMENSIONS (MM)

Nm. Ft.Lbs L1 L2 H1 H2 H3 H4 R1 R2

RTS-HSD1 182 – 1822 134 – 1344 ¾” 2.5 135.89 185.93 50.04 80.01 97.54 131.06 25.91 99.06

RTS-HSD3 445 – 4444 328 – 3278 1” 5 169.93 244.09 68.07 104.9 128.02 205.99 34.04 135.89

RTS-HSD5 742 – 7416 547 – 5470 1½” 8.2 203.96 284.99 80.01 132.08 151.89 230.12 40.89 150.11

RTS-HSD8 1062 – 10617 783 – 7831 1½” 10.9 219.96 312.93 89.92 141.99 166.88 244.09 46.99 175.01

RTS-HSD10 1528 – 15283 1127 – 11272 1½” 15 245.11 352.04 103.12 154.94 180.09 260.1 51.05 182.63

RTS-HSD20 2626 – 26262 1937 – 19370 2½” 26.3 303.02 450.09 119.89 188.98 222 299.97 60.96 255.02

RTS-HSD25 3421 – 34202 2523 – 25226 2½” 34.9 323.09 401.07 136.91 202.95 246.89 296.93 66.04 198.88

RTS-HSD35 4793 – 47934 3535 – 35354 2½” 49.9 372.62 465.58 152.91 217.93 281.94 331.98 76.96 242.06

RTS-HSD50 7,200 - 72,000 5,230 - 52,300 2½” 87 400 516 160 223 291 341 81 259

The HSD Series Torque Wrenches take on the toughest bolting jobs without missing a beat. 
They deliver precision torque accuracy and maximum torque during bolt breakout.

They feature a compact design, constructed of aluminum – titanium alloy and super high-strength
steel alloy for increased strength and durability while minimizing weight. A complete range of
models are available with torques ranging from 82 ft-lbs. - 52,500 ft-lbs / 182 Nm - 72,000 Nm.

Compact Design
Aluminum/Titanium & Steel Alloy
construction
360°Hose Swivel Assembly
1 Year Warranty
Anti-Jam Torque Release Lever
Best in industry power-to-weight ratio

Standard Features Square Drive Dimensions

As part of our commitment to providing you with exceptional value and support, we offer
complimentary calibration for any RTS Hydraulic Tool or pump purchased from us during
its annual service. All calibrations are traceable to NATA standards, ensuring the highest
quality and reliability.

RTS SQUARE DRIVE

TORQUE WRENCH

FREE CALIBRATIONS FOR LIFE



Type Pneumatic

Weight 19KG

Width 282 mm

Height 377 mm

Length 442mm

Nominal working pressure 10,000 PSI

Oil Flow 8.6-2.2-1.1 l/min

Type Electric

Weight 25KG

Width 304 mm

Height 426 mm

Length 445 mm

Nominal working pressure 10,000 PSI

Oil Flow 7-1.6-0.8 l/min

Burst Sleeve Hose

Part Number Description

HOSE HYD. TWIN 4M B/S Twin 4M with fittings

HOSE HYD. TWIN 6M B/S Twin 6M with fittings

HOSE HYD. TWIN 10M B/S Twin 10M with fittings

Standard Hose

Part Number Description

HOSE HYD. TWIN 4M Twin 4M with fittings

HOSE HYD. TWIN 6M Twin 6M with fittings

HOSE HYD. TWIN 10M  Twin 10M with fittings

Model: RTS-HWP-2E
Dual Ported

Model: RTS-HWP-2A
Dual Ported

Can run 2 tools simultaneously on both pneumatic & electric models.

PneumaticElectric

Available On Request:
4 Tool Pumps available on request
Custom Weatherproof Site Box:

Highly recommended to protect your assets
Fits pump, tool and hose
Pad-lockable with handles

Part No:
CPB626267GY

Description:
Custom
Weatherproof
Site Box - Grey

4, 6 and 10 metre twin line hose sets available as
standard
Custom sizes to any length available on request
Fittings included on all hoses

Standard Features
4:1 burst ratio
Hydraulic test & tag included
Burst protection sleeve option is compliant to
MDG41

TORQUE WRENCH PUMPS

HYDRAULIC HOSE SETS



Model Extended Alco Tube Reaction Arms for HSD Series
Length  

In. cm

RTS-HSD1 ALCO Alco Tube Reaction Arm for HSD1 21″ 53

RTS-HSD3 ALCO Alco Tube Reaction Arm for HSD3 21″ 53

RTS-HSD5 ALCO Alco Tube Reaction Arm for HSD5 21″ 53

RTS-HSD8 ALCO Alco Tube Reaction Arm for HSD8 21″ 53

RTS-HSD10 ALCO Alco Tube Reaction Arm for HSD10 21″ 53

Model Extended Alco Reaction Arms for HHL Series
Length

In. cm

RTS-HHL-2 ALCO Alco Reaction Arm for HHL2 21″ 53

RTS-HHL-4 ALCO Alco Reaction Arm for HHL4 21″ 53

RTS-HHL-8 ALCO Alco Reaction Arm for HHL8 21″ 53

RTS-HHL-14 ALCO Alco Reaction Arm for  HHL14 21″ 53

Extended Alco Reaction Arm for HSD Series

Hex Cassette
Series Reaction

Arm Options
Available at

Request

Extended Alco Reaction Arm for HHL Series

Special HSD reaction arms
available on request

RTS ACCESSORIES



Reducer Inserts to suit
RTS-HHL Series Hex

Cassette Tools

Sizes Retainer

RTS-HHL2-46 R2-46/36 R2-46/32 R2-46/30 R2-46

RTS HHL2-41 R2-41/32 R2-41/30 R2-41/27 R2-41

RTS-HHL2-36 R2-36/30 R2-36/27 - R2-36

RTS-HHL2-32 R2-32/27 - - R2-32

RTS-HHL4-65 R4-65/55 R4-65/50 R4-65/46 R4-65

RTS-HHL4-60 R4-60/50 R4-60/46 R4-60/41 R4-60

RTS-HHL4-55 R4-55/46 R4-55/41 R4-55/36 R4-55

RTS-HHL4-50 R4-50/41 R4-50/36 R4-50/32 R4-50

RTS-HHL4-46 R4-46/36 R4-46/32 R4-46/30 R4-46

RTS-HHL4-41 R4-41/32 R4-41/30 R4-41/27 R4-41

RTS-HHL4-36 R4-36/30 R4-36/27 - R4-36

RTS-HHL4-32 R4-32/27 - - R4-32

RTS-HHL8-90 R8-90/80 R8-90/75 R8-90/70 R8-90

RTS-HHL8-85 R8-85/75 R8-85/70 R8-85/65 R8-85

RTS-HHL8-80 R8-80/70 R8-80/65 R8-80/60 R8-80

RTS-HHL8-75 R8-75/65 R8-75/60 R8-75/55 R8-75

RTS-HHL8-70 R8-70/60 R8-70/55 R8-70/50 R8-70

RTS-HHL8-65 R8-65/55 R8-65/50 R8-65/46 R8-65

RTS-HHL8-60 R8-60/50 R8-60/46 - R8-60

RTS-HHL8-55 R8-55/46 R8-55/41 - R8-55

RTS-HHL14-115 R14-115/105 R14-115/100 R14-115/95 R14-115

RTS-HHL14-110 R14-110/100 R14-110/95 R14-110/90 R14-110

RTS-HHL14-105 R14-105/95 R14-105/90 R14-105/85 R14-105

RTS-HHL14-100 R14-100/90 R14-100/85 R14-100/80 R14-100

RTS-HHL14-95 R14-95/85 R14-95/80 R14-95/75 R14-95

RTS-HHL14-90 R14-90/80 R14-90/75 R14-90/70 R14-90

RTS-HHL14-85 R14-85/75 R14-85/70 R14-85/65 R14-85

RTS-HHL14-80 R14-80/70 R14-80/65 - R14-80

RTS-HHL14-75 R14-75/65 - - R14-75

RTS-HHL30-155 R30-155/145 R30-155/130 R30-155/120 R30-155

RTS-HHL30-145 R30-145/130 R30-145/120 R30-145/115 R30-145

RTS-HHL30-130 R30-130/120 R30-130/115 R30-130/110 R30-130

RTS-HHL30-120 R30-120/110 R30-120/105 R30-120/100 R30-120

RTS-HHL30-115 R30-115/105 R30-115/100 R30-115/95 R30-115

RTS-HHL30-110 R30-110/100 R30-110/95 R30-110/90 R30-110

RTS-HHL30-105 R30-105/95 R30-105/90 R30-105/85 R30-105

RTS-HHL30-100 R30-100/90 R30-100/85 R30-100/80 R30-100

RTS-HHL30-95 R30-95/85 R30-95/80 - R30-95

RTS-HHL30-90 R30-90/80 - - R30-90

Retaining RingCassette Hex Reducer

Sizes not listed may be available on request

RTS HEX

REDUCERS



Model 
Across Flat Load Limits

(mm) (In) (Ft.lbs) (Nm)

RTS-BW-104 30 1-1/4” 2400 3254

RTS-BW-107 36 1-7/16” 2500 3390

RTS-BW-110 41 1-5/8" 3500  4745

RTS-BW-113 46 1-13/16” 3500 4745 

RTS-BW-200 50 2” 4100 5559

RTS-BW-203 55 2-3/16 4200 5694

RTS-BW-204 57 2-1/4” 4300 5830

RTS-BW-206 60 2-3/8” 4300 5830 

RTS-BW-209 65 2-9/16” 4550 6169

RTS-BW-212 70 2-3/4” 5600 7592 

RTS-BW-215 75 2-15/16" 6300 8542

RTS-BW-302 80 3-1/8” 7000 9491

RTS-BW-308 85 3-1/2” 7200 9762

RTS-BW-311 90 3-11/16” 7300 9897

RTS-BW-314 95 3-7/8” 9000 12202

RTS-BW-400 100 4” 24000 32539

RTS-BW-402 105 4-1/8” 24000 32539

RTS-BW-404 110 4-1/4” 24000 32539

RTS-BW-408 115 4-1/2” 25000 33895

RTS-BW-410 120 4-5/8” 27000 36607

RTS-BW-500 130 5” 27000 36607

RTS-BW-506 135 5-3/8” 27000 36607

RTS-BW-512 145 5-3/4” 28000 37962

MAGNETS EMBEDDED

Provides the ultimate mixture
of versatility & durability

Creates a magnetic field &
force that attracts on other
ferromagnetic materials.

Standard Features

RTS-BW Diagram

No hydraulic, just mechanical & hands
free operation eliminates injuries on
hands and fingers.
Eliminates sparks cause from the use of
slogging/ striker wrenches
Reduce time of operation and improves
productivity.
Easy to use and versatile.

Heat treated material
heavy duty.

HIGH STRENGTH BI-HEXAGONAL DESIGN

The RTS-BW Series Magnetic Backup wrenches make it simple to prevent nuts from turning. When you
tighten or loosen nuts, the slim design of the RTS-BW backup wrench stops the nut on the other side of the
bolt from moving. These backup wrenches are safer than regular ones for several reasons. They're hands-
free, lighter, and easier to carry. The RTS-BW series Magnetic Backup Wrench comes in standard sizes from
30mm to 145mm and imperial sizes from 1-1/4” to 5-3/4”.

Typically, set the release bolt with an approximate 1/2”
length extension. Operators can adjust the extension
length if they encounter tight spaces. Next, place the
Backup Wrench on the nut you want to operate. Rotate
the Backup Wrench counterclockwise until the release
bolt touches the reaction points.

 If the release bolt can't touch the reaction points after
turning, you can slightly extend it to make contact. After
completing the torque operation with a hydraulic torque
wrench, use a manual wrench (or a similar tool) to loosen
the release bolt. Then, remove the Backup Wrench and
move on to the next nut you need to work on.

Standard Operating for RTS-BW
Magnetic Backup Wrench

RTS-BW MAGNETIC

BACKUP WRENCH



TRADE IN DEALS

ANY hydraulic wrench & pump in ANY condition, ANY brand,
ANYTIME!

Trade In available for your old tool or pump—whether it's working or not 
and receive a brand new RTS High Torque Hydraulic Wrench or Hydraulic
Wrench Pump.

Has your old Hydraulic tooling seen better days?
Not reaching torque anymore?
Not worth repairing?
Sick of being overcharged for repairs?

Contact your local RTS representative for more information

Perth
1/184 Railway Parade
Bassendean WA 6054
(08) 6118 2710
wa@radicaltorque.com.au

Adelaide (HQ)
7 MAB Eastern Promenade
Tonsley SA 5042
(08) 8299 0355
sa@radicaltorque.com.au

Brisbane
25/121 Kerry Road
Archerfield QLD 4108
(07) 3063 9597
qld@radicaltorque.com.au

Thailand
171/5 Soi On-nuch66, Suan Luang Suan
Luan, Bangkok 10250, Thailand
+66 (0)2 130 5208
thailand@radicaltorque.com

Mackay
10 Peace Street 
Paget, QLD 4740
(07) 4863 4625
mackay@radicaltorque.com.au
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